EXTERIOR LIGHT FIXTURE

BARNWOOD TEXTURE
INSIDES OF SCREEN
WALLS (TYP)

(292 SF)

MASONRY — SEE SPECIAL PROVISIONS
OWENS—CORNING CULTURED

STONE BUCKEYE LIMESTONE

(FIELD INSTALLED) PLACE ON

SIDE OF BUILDING, OUTSIDE

& EDCGE OF SCREEN WALLS

-~ MASONRY--SEE SPECIAL PROVISIONS
16”7 x 20" FLAGSTONE WALL
CAP CUT IN HALF & SLOPED

AWAY FROM THE BUILDING
(5 REQUIRED EACH SIDE)

12'-0"

26-"0"

290"

FRONT ELEVATION

4”7 DIA PLUMBING VENT PIPE

EXHAUST FANS

MASONRY—SEE SPECIAL PROVISIONS
16” x 20" FLAGSTONE WALL

CAP CUT IN HALF & SLOPED

AWAY FROM THE BUILDING

(4 REQUIRED)

2'—4"x10” LEXAN WINDOWS
(TYP 10 PLCS) \

MASONRY—SEE SPECIAL PROVISIONS 00-00010-01-HP|  MADISON 12
OWENS—CORNING CULTURED
STONE BUCKEYE LIMESTONE
(FIELD INSTALLED) PLACE ON
SIDE OF BUILDING

& SCREEN WALL (157 S.F.)

SHEETS|

SECTION COUNTY | JOTAL | SHEET

CONTRACT NO. 97239 | FEDERAL AID PROJECT

SIMULATED SHAKE ROOF

MASONRY--SEE SPECIAL PROVISIONS
OWENS—CORNING CULTURED

STONE BUCKEYE LIMESTONE
(FIELD INSTALLED) PLACE ON
SIDE OF BUILDING

& SCREEN WALL (157 S.F.)

(TYP 2 PLCS)

WALL

BARNWOOD TEXTURE
TO BACK EXTERIOR

26'-0"

29'~0"

REAR ELEVATION
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MASONRY—SEE SPECIAL PROVISIONS
SIDE ELEVATION 16" x 20" FLAGSTONE WALL
CAP CUT IN HALF & SLOPED
AWAY FROM THE BUILDING
(4 REQUIRED)
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LH SIDE ELEVATION
REVISIONS
NAME DATE ILLINOIS DEPARTMENT OF TRANSPORTATION

NOTE: PRODUCT OR BRAND NAMES ARE
SHOWN TO ESTABLISH MINIMUM QUALITY
REQUIREMENTS, PRODUCTS OR BRANDS OF
EQUAL QUALITY ARE ACCEPTABLE.

CLIFTON TERRACE PARK

COMFORT STATION

BUILDING ELEVATIONS

VERT. 1/2°=1 — 0"

SCALE: HORIZ. 1/2°= 1 — Q" DRAWN BY: JCu

DATE: FEBRUARY 9, 2005 CHECKED BY: DWH




